
every moment counts

RS-RT Plus Series On-line UPS

The RS-Plus series on-line double conversion UPS 
with Microprocessor-controlled technology delivers 
maximum power density in a compact tower design.  
A cost-e�ective solution for mission critical users who 
demand high reliability and performance from a UPS.

Output Power Factors 0.9     

Advanced Digital Control Technology

Wide Input Voltage / Frequency Window     

Advanced LED/LCD Display with Parameter Setting 

Emergency Shutdown Control through EPO     

Extended Runtime Capability

Optional Powerful Charger

Optional Power Shredding

Matching Battery Cabinet



RS-Plus Series 
On-line UPS

RS-232, EPO
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    ~15.0      ~ 30.0

        440 x 88 x 405Dimension (WxHxD) mm

~ 34.0Weight (Kg)

Output Connection 3x IEC 320-C13 6x IEC 320-C13 6x IEC 320-C13

4 hours 4 hours 4 hours

****

RS-RT Plus 1000 RS-RT Plus 2000 RS-RT Plus 3000

1000VA /900W 2000VA /1800W 3000VA /2700W

0.9

1

Type
Battery Number

Sealed Lead Acid Maintenance Free 12Vdc
3 6 6

Battery Voltage 36 72 72

Voltage Distortion

440 x 88 x 600 440 x 88 x 600

220Vac +/- 25%

220Vac +/- 5%
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